Jacks, Cranes, Transmission Jacks & Shop Presses

Product Specifications

Lift height (mm)

Extension pads

el S80-2C Air Hydraulic Jack
i Model S80-2C
Capacity (T) 80/40T
Working air pressure (MPa) 0.8-1.2MPa
i Min. height (mm) 190mm
' ‘.® e Max. height (mm) 488mm

80T: 100mm /40T: 78mm
45/75mm

= [ | e | Net weight (kg) 52kg
= = = S-2TEL Low Profile Trolley Jack

Model S-2TEL
Max. load (T) 2T
Min. height (mm) 75mm
Max. height (mm) 530mm
Net weight (kg) 42kg
SC1000P Engine Crane
Model SC1000P
Max. load (T) 1T
Max. height (mm) 2300mm
Net weight (kg) 96kg
ST1000 Transmission Jack
Model ST1000
Max. load (T) 1T
Min. height (mm) 1170mm
Max. height (mm) 2010mm
Net weight (kg) 40kg
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STL1000
Model

Max. load (T)
Min. height (mm)
Max. height (mm)
Net weight (kg)

SP-30EAM

Model

Capacity (T)

Working air pressure (MPa)
Max. height (mm)

Net weight (kg)

SP-50EAM

Model

Capacity (T)

Working air pressure (MPa)
Max. height (mm)

Net weight (kg)

Jacks, Cranes, Transmission Jacks & Shop Presses

Product Specifications

Transmission Jack
STL1000
1T
910mm
1930mm
58kg

Shop Press (Pneumatic & Manual)

SP-30EAM
30T
0.9-1.2MPa
1850mm
131kg

Shop Press (Pneumatic & Manual)

SP-50EAM
50T
0.9-1.2MPa
1850mm
244kg
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